—

(TYP. AROUND BASE)

& w

o o

@e"lﬂﬂ' Place in TQQ,.

UN—PAVED AREA —=—B» PAVED AREA
ENGINEERING -.

DIVISION AN AL
AN

S S
5{//)/\\\;{//\@//\//\/)/\/)/\/)/\/)/

.

NS
)

N
2D
RN 7 2N

D
X5

%
X
RO &

4

FINISHED GRADE

7

A

et

- V\)’/\//

%v///\\\///\\\/

N K KK
/

R

X

R
A}Q\}QA\}AQ\)%\’)&»\/»%

STANDARD RING TOP VIEW

& COVER

X

#

FINISHED GRADE \

TYPICAL FIBERGLASS

MANHOLE
(OPEN— BOTTOM)

4,000 PSI CONCRETE

FINISHED PAVEMENT

BARS (TYP.)

NEATLY SAWCUT ASPHALT
PAVING (AS APPLICABLE)

- 44 TES (TYP)

p JW&OOO PSI CONCRETE FOR TOP 18"
@
N

SCALE: N TS

NOTE:
WEIGHING NOT LESS THAN 500

IN THE PAVED PORTION OF A STREET OR

PROPOSED STREET.

HEAVY—DUTY MANHOLE RINGS AND COVER

POUNDS AND CONCRETE FOR 18" OF TOP SHALL
BE USED WHENEVER A MANHOLE IS LOCATED

NOTE:

THE JOINT WERE RISER RINGS
MEET FIBERGLASS MANHOLE
SHALL BE FILLED WITH A BED OF
CAULK /BITUMASTIC.

CUT OUT MANHOLE TO SET
OVER PIPE (MAX. 0.D. +1”).
FILL SPACE WMITH WATERPROOF
SEALANT

CAST IN PLACE CLASS "B”
CONCRETE BASE SECTION.

R
HDPE GRADE RINGS FOR/-%@\%%, oy
ADJSTMENT AS REQURED 3555 Spdt
IS
NN )
R | R,
I AN
3 | X
N | DN
w ,/\/ / | 7 NN
TR | O S I
[ o 7\// 7 T 7/ \//<
LTS P AN
B2< 2287 - R,
Sx , AKX - KEKLK
yoR 7\\///\ L] | s \\///\\//
R I8 ' DN
gzk SKE | - KK
R A ' - R
%02 "/\\//\\ 5 | - \\//\\//\,
u S5 - NN
SZT X _ | 7 AR
A . s BRRZ:
20y oo &7 | AN
7 /\\/ m/ s s \\/\\‘
2y >\///\ iz i 2 \\///\4
NN Kk %
/\///\ A W
R (4 R
X S
9\// \>/\\>/\\>
| A \\/// %
aMIN. LG
I 2 N
10"MIN. — 2 /<// R
NN AN
12" LONG #4 BAR R Z\\/{\\\/

@24" c/C

a

REINFORCED

CONCRETE BASE CROSS SECTION
GENERAL NOTES:
CONCRETE BASE TO BE POURED IN PLACE IN TRENCH.
MANHOLE CUT—OUT MUST BE MADE AT TIME OF INSTALLATION
MANHOLE TO BE INSTALLED BY INSERTING INTO WET CONCRETE BASE.

FOR CONNECTIONS OF PVC THROUGH MH WALL, PROVIDE SEALANT BETWEEN PIPE AND

[,

BARS @ 12" ¢/c E.W.

\\

MANHOLE. STAUFFER CHEMICAL SW940RTV SILICONE SEALANT, OR APPROVED EQUAL. DRAWN BY: LA

THE SOIL UNDER THE 6" MINUMUM CONCRETE SLAB SHALL BE UNDISTURBED.
MANHOLE SHALL WITHSTAND H—20 LOADING.

DATE: Nov.30,2016

SCALE: N T S

FILE: US 17


AutoCAD SHX Text
(OPEN- BOTTOM)

AutoCAD SHX Text
STANDARD RING & COVER

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
4,000 PSI CONCRETE FOR TOP 18"

AutoCAD SHX Text
NEATLY SAWCUT ASPHALT PAVING (AS APPLICABLE)

AutoCAD SHX Text
SCALE: N T S

AutoCAD SHX Text
NOTE: HEAVY-DUTY MANHOLE RINGS AND COVER WEIGHING NOT LESS THAN 500 POUNDS AND CONCRETE FOR 18" OF TOP SHALL  BE USED WHENEVER A MANHOLE IS LOCATED  IN THE PAVED PORTION OF A STREET OR  PROPOSED STREET.

AutoCAD SHX Text
CAST IN PLACE CLASS "B"

AutoCAD SHX Text
CONCRETE BASE SECTION.

AutoCAD SHX Text
#5 BARS @ 12" c/c E.W.

AutoCAD SHX Text
CUT OUT MANHOLE TO SET OVER PIPE (MAX. O.D. +1"). FILL SPACE WITH WATERPROOF SEALANT

AutoCAD SHX Text
NOTE: THE JOINT WERE RISER RINGS MEET FIBERGLASS MANHOLE SHALL BE FILLED WITH A BED OF CAULK/BITUMASTIC.

AutoCAD SHX Text
12" LONG #4 BAR @24" C/C (TYP. AROUND BASE)

AutoCAD SHX Text
REINFORCED CONCRETE BASE

AutoCAD SHX Text
CONCRETE BASE TO BE POURED IN PLACE IN TRENCH. MANHOLE CUT-OUT MUST BE MADE AT TIME OF INSTALLATION MANHOLE TO BE INSTALLED BY INSERTING INTO WET CONCRETE BASE. FOR CONNECTIONS OF PVC THROUGH MH WALL, PROVIDE SEALANT BETWEEN PIPE AND  MANHOLE. STAUFFER CHEMICAL SW94ORTV SILICONE SEALANT, OR APPROVED EQUAL. THE SOIL UNDER THE 6" MINUMUM CONCRETE SLAB SHALL BE UNDISTURBED. MANHOLE SHALL WITHSTAND H-20 LOADING.

AutoCAD SHX Text
%%uGENERAL NOTES:

AutoCAD SHX Text
1.

AutoCAD SHX Text
2.

AutoCAD SHX Text
3.

AutoCAD SHX Text
4.

AutoCAD SHX Text
6.

AutoCAD SHX Text
5.

AutoCAD SHX Text
%%UTOP VIEW

AutoCAD SHX Text
%%UCROSS SECTION

AutoCAD SHX Text
TYPICAL FIBERGLASS MANHOLE 

AutoCAD SHX Text
Backfill   per  Item  100

AutoCAD SHX Text
FINISHED PAVEMENT

AutoCAD SHX Text
4,000 PSI CONCRETE

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
PAVED AREA

AutoCAD SHX Text
UN-PAVED AREA

AutoCAD SHX Text
 #5 BARS (TYP.)

AutoCAD SHX Text
#4 TIES (TYP) 

AutoCAD SHX Text
HDPE GRADE RINGS FOR  ADJUSTMENT AS REQUIRED

AutoCAD SHX Text
DRAWN BY: LA 

AutoCAD SHX Text
DATE: Nov.30,2016

AutoCAD SHX Text
SCALE: N T S

AutoCAD SHX Text
FILE: US 17


	Sheets and Views
	US 17 - Fiberglass Manhole Detail-Layout1


